


FEYNMAN COMPUTING CENTER




    TAPE COPY REQUEST FORM

COPY COINTROL FILE_________________________________DATE __________

USERS NAME ____________________________________EXP/GROUP __________

E-MAIL: FNAL::_______________________BADGE/ID ______ PHONE ________

Unlabeled Image Copy   Labeled File COPY      TAPE TEST PASS (List only input)                 
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DENSITY         Single (8200)                            Double  (8500)
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INPUT:      8mm                DLT            OUTPUT:      8mm                 DLT

               
[image: image6.png]




embed Paint.Picture [image: image7.png]





[image: image8.png]




embed Paint.Picture [image: image9.png]



On ERROR    STOP        SKIP      NEXT-TAPE             Replicates       (Mm 4 Image)
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File(s) to copy (Default=* * *)                 INITIALIZE 8mm                   (FILE Only)
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INPUT VSN Identification                                             OUTPUT VSN   identification 

      VISUAL


ITERNAL

VUSUAL

INTERNAL

1. ____________

_____________
_____________
___________

2. ____________                   ______________
______________   
____________

3. ____________

_____________
_____________
____________

4. ____________

_____________
______________
____________

5. ____________

_____________
______________ 
____________

6. ____________                    _____________
_______________
____________

7. ____________ 

______________
_______________ 
___________

8. ____________

______________
_______________
___________

9. ____________

______________
_______________
____________

10. ____________

______________
_______________
____________

The TAPE TEST FACILITY is designed for quality control on an 8mm tape.  DEFAULT will be to HOLD all TAPECOPIES created 8mm outputs for a pass through the Tape Test Facility.  Possibly a 24hour DELAY in return to the user.  All information from this Tape Test Facility pass will be sent to the users E-mail

address.

Comments: ________________________________________________________________________

________________________________________________________________________________________________________________________________________________

